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EGYPTIAN ORIGIN / INDUSTRIAL EXPORT

Egyptian Calcined Gypsum Powder
COA-Based Hemihydrate Gypsum for Plaster, Board and
Moulding Buyers

TAS Flowrance supplies Egyptian calcined gypsum powder for plaster manufacturers,
gypsum board producers, moulding and casting factories, distributors and bulk
importers. The reference COA reports key chemical and physical values for initial
buyer screening. Final contractual acceptance is governed by the current lot COA,
approved sample, buyer-side application testing and final commercial offer.

Calcined gypsum powder reference visual

HEMI-HYDRATE

92% min

WHITENESS

90 min

SETTING TIME

8-15 minutes

PACKING

25 / 40 KG / Jumbo

COA Reference Technical Specifications
Values below are reproduced from the supplied TAS Flowrance analysis certificate for buyer discussion. Final shipment values, test methods, units and
tolerances must be confirmed by the active COA for the selected lot.

Parameter COA Reference Buyer Review Note

Product Calcined Gypsum Powder Hemihydrate gypsum for application-specific industrial review.

Crystal Water 5-7% Relevant to calcination condition and material performance.

CaSO4 1/2 H2O 92% min Main hemihydrate phase stated in the supplied COA.

Insoluble Residue 1.00% max Review against purity and process requirements.

Fe2O3 / NaCl 0.10% max / 0.05% max Important for color and formulation-sensitive uses.

CaO / SO3 37-38% / 51-53% Reference chemical profile for buyer screening.

Moisture 0.00% reference Confirm current test result and packing/storage basis.

Setting / Whiteness 8-15 min / 90 min Key physical values for plaster and board applications.

Fineness 8-10% retained on 0.15 mm 100-mesh sieve reference from supplied COA.

Strength 30 / 55 kg per cm2 min Compressive / flexure reference; confirm method and units.

Gypsum Plaster

For finishing plaster and interior building
products where setting time, fineness and
strength require approval.

Gypsum Board

For plasterboard and board lines subject to
formulation trials, whiteness, setting
behavior and plant testing.

Moulding & Casting

For decorative gypsum, casting and
moulding uses after sample approval and
process compatibility review.
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PACKING / EXPORT / BUYER REVIEW

Packing, Export and Buyer Confirmation
Calcined gypsum purchasing decisions depend on application performance, active COA values, initial and final setting behavior,
fineness, whiteness, strength test method, moisture, packing and shipment basis. The items below should be confirmed before
contractual acceptance.

Buyer Confirmation Matrix

Review Item Confirmation Basis Commercial Status

Chemical Analysis Current Certificate of Analysis Confirmed for selected lot

Hemihydrate Content Current COA + buyer target Application-specific

Setting Time Current test + production requirement Confirmed before offer

Whiteness / Fineness Current test and approved sample Application-specific

Strength Values Test method, units and current result Confirmed when required

Sample / Plant Trial Buyer approval process Recommended before bulk order

Packing 25 kg, 40 kg or jumbo bags By order and availability

Shipment Basis FOB, CFR or CIF discussion By quantity and destination

Technical control: current COA, approved sample and final offer govern contractual acceptance.

Packing, Shipment and Documents

Bagged and jumbo-bag packing can be discussed according to
order quantity, handling route and current availability.

FOB, CFR or CIF shipment terms can be reviewed according to
destination port and order size.

COA, Commercial Invoice, Packing List, Certificate of Origin and
Bill of Lading are provided as applicable.

Setting time, whiteness, fineness, strength method and sample
requirements should be stated before quotation.

Final values, tolerances, packing and shipment details are
governed by current COA, approved sample and final offer.

Buyer RFQ Checklist

+ Application: plaster, board or moulding

+ Required hemihydrate and chemistry

+ Initial and final setting targets

+ Whiteness, fineness and strength method

+ Quantity and sample approval process

+ Packing, destination port and Incoterm

REQUEST CALCINED GYPSUM QUOTATION
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